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Alpha beta particulate monitor

- static and dynamic compensation of the Radon and
Thoron solid progenies

- online spectrometry
- up to 6 months filter cassette autonomy
- RG1.97 compliance
- 1E qualification and embedded safety related software
- available under 10CFR50 App.B, ASME NQA-1 and IEC

61226 Cat.B programs for safety related application

zzzzz  continuous air monitoring and display of the ααααα and βββββ
volumetric activity  z z z z z visual, audible and electrical
signal alarms when threshold levels are exceeded

ABPM 201 S

The ABPM 201 S monitor forms part of the RAMSYS
product line. It has been developed to sample air
extracted from ventilation ducts or stacks. A double
silicon detector (pips) performs the γ  compensation
and a radial fin grid limits the scattering of the α
particles (static compensation) which facilitates the
compensation of the Radon and Thoron solid
progenies by the processing algorythms (dynamic
compensation). Operating costs are minimised by
the the autonomous operation through automatic
filter advance management. This monitor is also
available in mobile or «light» version.

Gamma and Neutronic
radiation measurement

Gas
 measurement

Liquid
measurement

Leak rate
measurement

Software
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Alarm signaling (applicable to LPDU only)

z audio indicator: buzzer sound alert rated at 90dBa at one  meter
z visual indicators: programmable operation lights such as red for high alarm,
yellow for alert alarm, green for normal operation

Physical characteristics

z radiation detected: alpha, beta and gamma
z detector: Silicon

z filter:
� type: FSLW
� autonomous: up to 6 months (≅ 200 advances)
� efficiency: > 99.99 % for particles Φ: 4µm
� efficiency: > 99.63 % for particles Φ: 0.4µm

z measurement range (IEC60761):
� alpha: 10-2  to 3.7 106 Bq/m3  (2.7 10-13 to 10-4 µCi/cc)
� beta: 1 to 3.7 106 Bq/m3  (2.7 10-11 to 10-4 µCi/ cc)

z energy range:
� alpha 2 MeV to 10 MeV
� beta 80 keV to 2.5 MeV
� gamma 80 keV to 2.5 MeV

z temperature range: +0°C to +55°C (32°F to 131°F)

Electrical characteristics

z power supply: 120V 60Hz  or  230V 50Hz

z interfaces:
� RS 232 Serial link for parameter configuration of the monitor through PC and

MASS application software
� two 0/4 - 20 mA  analog outputs, one 0/4 - 20 mA analog input , three

programmable  relays, two RS 485 isolated serial links

RAMSYS: Radiation
Monitoring System

Accessories

z RAMSYS software
z particulate and iodine sampler
z junction box for signals interface
z grab sample quick connect valves
z vacuum relief valve
z check source for nuclear test of the detector

Flow 
regulating

valve

Power 
supply

outlet

LPDU/PIPS
Drain
plug

FM

pump

I/O

Junction 
box

Accessory

For customer 
use

Grab
plug

Grab
plug

External
power supply

Isolation valve 
with or without
grab sampler

Accessories:
Flange, or
swagelog plug

Power supply to:
LPDU
Pump

Switch 
ON/OFF pump

Power ON

Lock

Running hour 
meter

EU Switch 
ON/OFF CS

ABPM201

Filter cassette 
+ switch

Accessory
CS

CS

Flow meter

FM

PIS
sampler

PS

4/20mA

Pressure
switch

1” OD pipe

Flow 
regulating

valve

Power 
supply

outlet

LPDU/PIPS
Drain
plug
Drain
plug
Drain
plug

FMFM

pumppump

I/O

Junction 
box

Junction 
box

Accessory

For customer 
use

Grab
plug

Grab
plug

External
power supply

Isolation valve 
with or without
grab sampler

Accessories:
Flange, or
swagelog plug

Power supply to:
LPDU
Pump

Switch 
ON/OFF pump

Power ON

Lock

Running hour 
meter

EUEU Switch 
ON/OFF CS

ABPM201

Filter cassette 
+ switch

Accessory
CS

CS

Flow meter

FMFM

PIS
sampler

PSPS

4/20mA

Pressure
switch

1” OD pipe

Qualification

z nuclear: IEC 60761 and IEC 61172
z environmental:  IEE 323, IEC 60780
z seismic: IEEE 344 and IEC 60980
z EMI: EN 55022,  IEC 61010, IEC 61000-6-2 and EPRI 102323

Mechanical characteristics

z protection index: IP65 and IK07 (electronics)
z open frame steel structure (decontaminable paint): grey RAL 7030
z sizes: 1305  x 830 x 680 mm (51 x 32.7 x 26.8 in)
z weight: ~ 250 kg (551,15 lb)
z interfaces:
� inlet: pipe φ 25 mm OD ( 1")
� outlet: pipe φ 12 mm OD ( ½")

Lamanon - France
Turku - Finland

Hamburg - Germany
Munich- Germany

Smyrna (GA) - USA
Other countries

Tel +33 (0)4 90 59 59 59
Tel +358 2 4684 600
Tel +49 40 85193-0
Tel +49 (0) 89 51 51 30
Tel +001 (770) 432 2744
Tel +33 (0)4 90 59 60 41

Representative Address:

Norms, specifications and designs
are subject to chang.Please confirm

the details on this product flyer prior
to purchasing.
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